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Abstract Homogeneous and stable magnetic nanoﬂuids
containing c-Fe2O3 nanoparticles were prepared using a
two-step method, and their thermal transport properties
were investigated. Thermal conductivities of the nanoﬂuids
were measured to be higher than that of base ﬂuid, and the
enhanced values increase with the volume fraction of the
nanoparticles. Viscosity measurements showed that the
nanoﬂuids demonstrated Newtonian behavior and the vis-
cosity of the nanoﬂuids depended strongly on the tested
temperatures and the nanoparticles loadings. Convective
heat transfer coefﬁcients tested in a laminar ﬂow showed
that the coefﬁcients increased with the augment of Rey-
nolds number and the volume fraction.
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Introduction
Nanoﬂuids, which contain nanoparticles dispersed in base
ﬂuids, have been proposed as a new kind of heat transfer
media because they can improve the heat transport and
energy efﬁciency and may have potential applications in
the ﬁeld of heat transfer enhancement. The thermal con-
ductivity of the nanoﬂuids can be enhanced obviously
when nanoparticles, such as CNTs [1], Fe [2], Cu [3], and
Al2O3 [4], are dispersed into the base ﬂuids. Viscosity of
the ﬂuids also increases with the augment of the nanopar-
ticles concentrations [5, 6] when nanoparticles are dis-
persed into the base ﬂuids as well. At the same time,
temperature and nanoparticles size [6] may have effects on
the viscosity of the nanoﬂuids. According to the previous
studies [7–9], nanoﬂuids can improve the convective heat
transfer coefﬁcient considerably comparing to the con-
ventional heat transfer ﬂuids and can be used in thermal
devices or systems such as heat exchangers or cooling
system to enhance heat transfer.
Magnetic ﬂuids, suspension containing magnetic nano-
particles, show both magnetic and ﬂuid properties and have
important applications in industrial [10, 11] and biomate-
rial ﬁelds [12–14]. However, seldom experiments and
applications on the heat transfer of magnetic ﬂuids have
been reported. The conductivity of magnetic nanoﬂuids
could be improved through controlling the alignment of
nanoparticles by the external magnetic ﬁeld [15]. What’s
more, with the development of the industry and the tech-
nology, the performance elevation of the traditional heat
transfer medium using mixture of water and ethylene gly-
col (EG) is necessary. Kulkarni et al. [16] investigated the
thermal properties of aluminum oxide nanoﬂuids based on
the mixture of EG and water. And they found that the heat
transfer was enhanced efﬁciently.
In the present paper, c-Fe2O3 nanoparticles were chosen
to form nanoﬂuids with mixture base ﬂuid composed of 55
vol% deionized water (DW) and 45 vol% EG. Thermal
transport properties including thermal conductivity, vis-
cosity, and convective heat transfer coefﬁcient of the
nanoﬂuids were further investigated.
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Preparation of Nanoﬂuids
Two-step method was used to prepare nanoﬂuids. Com-
mercial spherical-shaped c-Fe2O3 nanoparticles with
diameter of 20 nm were selected as additives, and the
mixture of ethylene glycol and deionized water with vol-
ume ratio of 45:55 was selected as a base ﬂuid. In a typical
procedure, adequate surfactant (sodium oleate) was dis-
solved into the mixture at ﬁrst, and then the nanoparticles
were gradually added into the base mixture ﬂuid with
violent stirring. Afterward, the suspensions were stirred
using disperse mill (7,200 r/min) for 40 min. Nanoﬂuids
with different volume fractions (u, u = Vnanoparticles/Vbase
ﬂuids) of 0.005, 0.01, 0.015, and 0.02 were obtained by
intensive ultrasonication for 45 min.
Measurement of Thermal Properties
The size of nanoparticles was observed by means of
transmission electron microscope (TEM) (JEOL, JEM-
2100F). The sample for TEM observation was prepared in
a typical procedure. First, the nanoparticles were dispersed
into the ethanol solution. Then, the mixture was ultraso-
nicated for 10 min to obtain stabilized suspension. Finally,
the upper layer of the suspension was carefully selected to
drop on a copper mesh.
The thermal conductivity of the nanoﬂuids (knf)a sa
function of volume fraction of the nanoﬂuids was
measured using a transient short hot-wire method. Eth-
ylene glycol was used to calibrate measurement appara-
tus. The thermal conductivity of ethylene glycol was
measured threes times under a temperature at an interval
of 5 min. The uncertainty of measurements is estimated to
be within ±1.0%.
Viscosity of the base ﬂuids or the nanoﬂuids, g (mPa s),
was measured using a rotary viscometer (Brookﬁeld,
DV-II ? Pro), which was calibrated using the standard
ﬂuid at ﬁrst. The uncertainty of measurements is estimated
to be within ±1.5%. The viscometer contains a sample
chamber and a spindle. The ﬂuid or nanoﬂuid was put into
the chamber, and the temperature of the sample, ranging
from 10 to 60Ci n5 C increments in chamber, was con-
trolled by water bath.
The convective heat transfer coefﬁcient measurement
setup shown in Fig. 1 is self-established, the convective
heat transfer coefﬁcient, h (W/m
2 K), was measured as a
function of volume fraction of nanoﬂuids in laminar ﬂow
region. The base ﬂuids or the nanoﬂuids was pumped to
ﬂow along the tube from reservoir containing ﬂuids
and back to the reservoir by a peristaltic pump (MasterFlex
L/S, MODEL 77202-50). At the same time, the temperature
of the heating bath and the cooling bath was controlled at
60C and -15C, respectively, to form a constant wall
temperature boundary condition. Four T-Type thermocou-
ples were used to measure the temperature at the outlet of
the heating bath (Tw), the entrance of the cooling bath (T1),
25 cm behind the entrance of the cooling bath (T2), and
inside the cooling bath, respectively. At last, the convective
Fig. 1 Schematic of
experimental setup
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where _ m,Cp, r, and DL are the mass ﬂow rates, the speciﬁc
heat capacity, the radius of tube, and the length of tested






where q,u, D, and g are the density of the ﬂuid, the ﬂow
rate of the ﬂuid, the diameter of the tube, and the viscosity
of the ﬂuids, respectively.
Results and Discussion
The XRD pattern in Fig. 2 shows peaks at 30.272,
35.684, 43.34, 53.852, 57.4, and 63.011, which are
corresponding to the diffraction peaks of c-Fe2O3 (JCPDS
25-1402), indicating that nanoparticles are single phase
with tetragonal structure. Figure 3 shows the TEM micro-
graph of c-Fe2O3 nanoparticles. The average size of
nanoparticles is estimated to be about 20 nm.
Figure 4 shows the particle size distributions in the
magnetic nanoﬂuids with and without surfactant, respec-
tively. From Fig. 4, we can see that the average size is
about 1,200 nm without surfactant (Fig. 4a) and about
150 nm with surfactant (Fig. 4b), respectively. When
sodium oleate, a kind of organic salt, was dissolved into
solution, the ionization of C18H33O2
- and Na
? happens.
One end of C18H33O2
- plunges into the solution, and
another end was absorbed on the surface of nanoparticles.
With the addition of dispersant in the base ﬂuids, the sus-
pensions can keep stability for a long time, while sedi-
mentation happened immediately in the suspensions
without surfactant. Sodium oleate is effective for improv-
ing the stability of c-Fe2O3 nanoﬂuids.




























Fig. 2 XRD pattern of c-Fe2O3 nanoparticles
Fig. 3 TEM micrograph of the c-Fe2O3 nanoparticles
(a)
(b)
Fig. 4 Particle size distribution in the nanoﬂuids a without dispersant
b with dispersant
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thermal conductivity of the nanoﬂuids as a function of
volume fraction (u). It can be seen from Fig. 5 that the
enhanced ratios of the thermal conductivity increase with
the volume fraction of the nanoparticles. Unexpectedly, the
conductivity of c-Fe2O3 nanoﬂuids was not so encouraging
as previous investigation results for other kind of metal
oxide nanoﬂuids. For example, Zhu et al. [17] measured the
thermal conductivity of Fe3O4/water nanoﬂuids. They
found that the ratios of the thermal conductivity enhanced
by more than 15.0% even at the volume fraction of 0.005.
Karthikeyan et al. [18] reported that the ratios of the
thermal conductivity of CuO/water nanoﬂuid enhancement
were 31.6% with 1.0% CuO nanoparticles loading. The
species of the dispersant may be the main reason to these
differences. Sodium oleate that contains a long carbon-
chain could improve the stability of c-Fe2O3 nanoparticles
suspending in the solution; however, it may also reduce the
efﬁciency of heat transfer between the particles.
Viscosity is an important parameter in the pipeline ﬂow.
Figure 6 presents the results of the viscosity of the nano-
ﬂuids with different volume fractions as a function of
temperature. It is shown that the viscosity of the nanoﬂuids
strongly depends on both temperature and volume. We
observed that the viscosity of the nanoﬂuids increases with
the augment of the volume fraction but decreases with an
increase in the temperature. Nguyen et al. [6] measured the
viscosity of Al2O3/water nanoﬂuids, which showed the
same trend as well. Figure 7 depicts the rheological
behaviors of the nanoﬂuids with different particle loadings.
The behaviors of the nanoﬂuids from the Fig. 7 are close to
the typical Newtonian ﬂuids. Yu et al. [19] measured the
viscosity of ZnO/EG nanoﬂuids against shear rate. The
results also showed that the viscosity of nanoﬂuids
increased with the increasing of particle concentrations
and decreased with the augment of temperature. And
they observed that the nanoﬂuid demonstrated Newtonian
behaviorsandnon-Newtonianbehaviorsatlower(u\0.02)
and higher (u[0.03) volume fractions, respectively. Some
theoretical predictions of viscosity (Einstein model [20],
Brinkman model [21]) about the ﬂuid were employed to
compare with experiments of the nanoﬂuids in Fig. 8.I ti s
found that the experiment data of the nanoﬂuids is much
largerthanthetheoreticalpredictionsvalues.Theresultmay
ascribe tothespeciﬁcsurface areas ofthe nanoparticles. The
enhancement of viscosity may due to the very large surface
areaofthenanoparticlesinthenanoﬂuids[22].Furthermore,
the reason of the discrepancy may due to the nanoparticles
size, which has an important effect on viscosity of nanoﬂ-
uids. When the diameter of the nanoparticles is less then
20 nm,theviscosityofnanoﬂuidswillincreaserapidlyasthe
diameters decrease [23].
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Fig. 5 Dependence of the enhanced ratios of the thermal conductiv-
ity on the volume fraction of c-Fe2O3 nanoparticles


































Fig. 6 Viscosity as a function of the volume fraction of c-Fe2O3
nanoparticles and temperature




























Fig. 7 Viscosity as a function of shear rate
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123The convective heat transfer coefﬁcient of the nanoﬂ-
uids with different volume fractions as a function of Rey-
nolds number (Re) was shown in Fig. 9. It is seen that an
augmentation of volume fraction or Reynolds number can
make the heat transfer coefﬁcient increase. It should be
noted that though the conductivity of c-Fe2O3 nanoﬂuids
was not encouraging in our experiment, the convective heat
transfer coefﬁcient increases with Reynolds number and
volume fraction. The behaviors of convective heat transfer
are similar to the base ﬂuids at the volume fraction of
0.005, which may be due to the adhesion of nanoparticles
on tube wall. Obviously, from the volume fraction of 0.01,
the convective heat transfer coefﬁcient enhanced quickly.
For the nanoﬂuid with a volume fraction of 0.02, the
convective heat transfer coefﬁcient can be enhanced by
more than 60.0% at Reynolds number of 1,000. The vis-
cosity value of the nanoﬂuids in our experiment was nearly
close to the base ﬂuid especially at a higher temperature.
The higher viscosity of nanoﬂuids may suppress ﬂow
turbulence [24]. Furthermore, the nanoﬂuids with homo-
geneous and stable property may be also a critical factor to
this result. Heris et al. [8] reported that the nanoparticles in
a ﬂuid changed the ﬂow structure. Heat transfer enhance-
ment of the nanoﬂuids is not only related to the conduc-
tivity of nanoﬂuids but also related to chaotic movements,
dispersions, and so on.
Conclusions
We presented a technical route for preparing stable
nanoﬂuids composed of c-Fe2O3 nanoparticles and the
mixture of deionized water (DW) and ethylene glycol
(EG) (DW-EG) as the base ﬂuid. Sodium oleate was used
as surfactant, and it was proved to be beneﬁcial to the
dispersion of the nanoparticles in the nanoﬂuids. The
viscosity of the c-Fe2O3 nanoﬂuids ﬁts Newtonian
behavior and strongly depends on the temperature and the
volume fraction. Thermal conductivities of the nanoﬂuids
are higher than that of base ﬂuid, and the enhanced values
increase with the volume fraction of the nanoparticles.
Though the enhanced ratios of thermal conductivity of the
nanoﬂuids are not so encouraging compared with other
oxides nanoﬂuids, the convective heat transfer coefﬁcient
of the nanoﬂuids has substantial enhancement when
compared to that of the base ﬂuid. These results indicate
that the enhanced thermal conductivity is not the only
mechanism responsible for heat transfer enhancement and
other factors such as stability of nanoﬂuids, thermal
properties, and viscosity of the nanoﬂuids also should be
considered.
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